
333 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

Actuation Body Function Port
Size

Orifi ce
(mm)

Qn
(l/min)

MOPD
(bar)

Max
Fluid

Temp. (°C)

Page
Parker
Valves

Page
Parker

LUCIFER® 

Valves

  Direct 
Operated 

  Anodized aluminium/
NAMUR 

  Normally Closed 
  1/4''   6   680   10   75   -   334 

  Pilot 
Operated 

  Anodized aluminium/
NAMUR/Spool 

  Solenoid operated - spring 
return 

  1/8''-1/4''   4 to 8   1400   10   80   -   340 

  1/4''   7 to 8   1400   10   80   -   336 

  1/2''   12   3000   10   50   -   336 

  Dual Solenoids   1/8''-1/4''   4   400   10   80   -   352 

  1/4''   7 to 8   1400   10   120   -   354 

  1/2''   12   3000   10   120   -   356 

  W1 closed center position   1/8''-1/4''   4   400   10   80   -   358 

  1/4''   4 to 7   1250   10   120   -   358 

  W3 exhausted in center 
position 

  1/4''   7   1250   10   50   -   360 

  Control by Electric Impulse   1/8''-1/4''   4   600   10   80   -   362 

  Anodized aluminium/
NAMUR/Poppet 

  Solenoid operated - spring 
return 

  1/8''-1/4''   4   355   10   75   -   362 

  Air Operated   Anodized aluminium/
NAMUR 

  W1 closed center position   1/4''   7   1250   10   50   -   372 

  Air operated - spring return   1/8''-1/4''   4   600   10   80   -   368 

  1/4''   7   1250   10   50   -   366 

  1/2''   12   3000   10   50   -   366 

  Air operated and return   1/4''   7   1250   10   50   -   370 

 3 & 5 WAY PNEUMATIC DISTRIBUTORS FOR ACTUATION CONTROL 

 3 & 5 WAY PNEUMATIC VALVES FOR 
ACTUATOR CONTROL (NAMUR) 

 3/2   
 5/2 
 5/3 

Air



350 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

 

 ANODIZED ALUMINIUM 

 SOLENOID OPERATED - SPRING RETURN 

 NAMUR 

Port 
size

Orifi ce
Ø 

Flow
factor

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
ATEX
Zone

Protection
Mode

Power  Coil  
Group 

Dwg.
No. 

1 Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max (MOPD) Min Max

BSP
mm

Qn
l/min bar

AC
bar

DC
bar °C °C

AC
W

DC
W

  1/4'' 
  

  7   1250   2.5   10   10   -10   50   NBR   341N03  
 1 

  -   496131  -  -   3   3   1.2   8063 

  7   1250   2.5   10   10   -10   50   NBR   341N03  
 1 

  -   496482  -  -   3   3   1.2   8063 

  7   1250   2.5   10   10   -10   50   NBR   341N03  
 1 

  -   496637  22 Ex tc IIIC T95°C   3   3   1.2   8063 

  1/2'' 
  

  12   3000 2.5   10   10   -10   50   NBR   341N04  
 1 

  -   496131  -  -   3   3   1.2   8065 

  12   3000  2.5   10   10   -10   50   NBR   341N04  
 1 

  -   496482  -  -   3   3   1.2   8065 

  12   3000 2.5   10   10   -10   50   NBR   341N04  
 1

  -   496637  22 Ex tc IIIC T95°C   3   3   1.2   8065 

  12   3000   2.5   10   10   -10   50   NBR   341N34  
 12 

  2995   481865  -  -   8   9   2.1   8211 

  12   3000   2.5   10   10   -10   50   NBR   341N34  
 1 2

  2995   495870  2-22 Ex nAc nCc IIC T3/T4   8   9   2.1   8211 

  12   3000   2.5   10   10   -10   50   NBR   341N34  
 12 

  -   495905  1-21 Ex db mb IIC T4   8   8   2.1   8211 

 

Notes:  

 1. With manual override   

2. Pilot seat in FKM

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

 PILOT OPERATED 

 3 & 5 WAY PNEUMATIC VALVES 
FOR ACTUATOR CONTROL (NAMUR)  5/2  5/2 



351 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

Drawing  8063 

Drawing  8065 

Drawing  8211 

For this 
page

Port 
size

Orifi ce
(mm)

Qn 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  1/4''  7  1250  10  -10  -10 

 To   1/2''   12   3000   10   50   50 

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 



352 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

 

 ANODIZED ALUMINIUM 

 DUAL SOLENOIDS 
 NAMUR 

Port 
size

Orifi ce
Ø 

Flow
factor

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
ATEX
Zone

Protection
Mode

Power  Coil  
Group 

Dwg.
No. 

1 Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max (MOPD) Min Max

BSP
mm

Qn
l/min bar

AC
bar

DC
bar °C °C

AC
W

DC
W

  1/8''-
1/4'' 

  

  4   400   2   10   10   -25   50   NBR   347N11  
 12 3

  -   482606  1-21  Ex mb IIC T4/T5   2   2.5   1.1   7305 

  4   400   2   10   10   -25   80   NBR   347N11  
 12 3

  8993   488980  -  -   2   2.5   1.1   7305 

  4   400   2   10   10   -25   80   NBR   347N31  
 2 3

  2995   481865  -  -   8   9   2.1   7297 

  4   400   2   10   10   -25   80   NBR   347N31  
 2 3

  2995   495870  2-22 Ex nAc nCc IIC T3/T4   8   9   2.1   7297 

  4   400   2   10   10   -25   80   NBR   347N31  
 2 3

  -   495905  1-21 Ex db mb IIC T4   8   8   2.1   7297 

  4   400   2   -   10   -25   55   NBR   347N3190     
 3

  2995   483580.01  0-20  Ex ia IIC T6   -   0.5 
to 3 7.0/8.0   8141 

  4   400   2   -   10   -25   65   NBR   347N3197  
 24 

  2995   482740  -  -   -   1.6   3.0/6.0/8.0   7297 

  4   400   2   10   10   -25   65   NBR   347N3197  
 2 4

  -   495900  1-21 Ex db mb IIC T4 to T6   2.5   2   3.0/6.0/8.0   7297 

  4   400   2   -   10   -25   65   NBR   347N3197  
 2 4

  -   495910  0-20  Ex ia IIC T4 to T6   -   0.3 
to 3   3.0/6.0/8.0   7297 

  4   400   2   -   10   -25   65   NBR   347N3197  
 2 4

  2995   496125  2-22 Ex nAc nCc IIC T5/T6   -   1.6   3.0/6.0/8.0   7297 

 

Notes:  

 1. With captured exhaust  

2. With manual override     

3. Pilot seat in FKM

4. Pilot seat in PUR

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

 PILOT OPERATED 

 3 & 5 WAY PNEUMATIC VALVES 
FOR ACTUATOR CONTROL (NAMUR)  5/2  5/2 



353 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

Drawing  7305 

Drawing  7297 

Drawing  8141 

For this 
page

Port 
size

Orifi ce
(mm)

Qn 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  1/8''-1/4''  4  400  10  -25  -25 

 To   1/8''-1/4''   4   400   10   80   50 

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 



354 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

Drawing  7320 

 

 ANODIZED ALUMINIUM 

 DUAL SOLENOIDS 
 NAMUR 

Port 
size

Orifi ce
Ø 

Flow
factor

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
ATEX
Zone

Protection
Mode

Power  Coil  
Group 

Dwg.
No. 

1 Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max (MOPD) Min Max

BSP
mm

Qn
l/min bar

AC
bar

DC
bar °C °C

AC
W

DC
W

  1/4'' 
  

  7   1250 2.5   10   10   -10   50   NBR   347N03  
 2 

  -   496131  -  -   3   3   1.2   8057 

  7   1250 2.5   10   10   -10   50   NBR   347N03  
 2 

  -   496482  -  -   3   3   1.2   8057 

  7   1250 2.5   10   10   -10   50   NBR   347N03  
 2 

  -   496637  22 Ex tc IIIC T95°C   3   3   1.2   8057 

  7   1250   2.5   10   10   -10 50   NBR   347N33  
 3

  2995   481865  -  -   8   9   2.1   8209 

  7   1250   2.5   10   10   -10 50   NBR   347N33  
 3 

  2995   495870  2-22 Ex nAc nCc IIC T3/T4   8   9   2.1   8209 

  7   1250   2.5   10   10   -10 50   NBR   347N33  
 3 

  -   495905  1-21 Ex db mb IIC T4   8   8   2.1   8209 

  8   1400   2   10   10   -10   65   NBR   347N12  
 12 

  -   482606  1-21  Ex mb IIC T4/T5   2   2.5   1.1   7315 

  8   1400   2   10   10   -25   80   NBR   347N12  
 12 

  8993   488980  -  -   2   2.5   1.1   7315 

  8   1400   2   10   10   -25   80   NBR   347N32  
 23 

  2995   481865  -  -   8   9   2.1   7320 

  8   1400   2   10   10   -25   80   NBR   347N32  
 2 3

  2995   495870  2-22 Ex nAc nCc IIC T3/T4   8   9   2.1   7320 

  8   1400   2   10   10   -25   80   NBR   347N32  
 2 3

  -   495905  1-21 Ex db mb IIC T4   8   8   2.1   7320 

 

Notes:  

 1. With captured exhaust  

2. With manual override     

3. Pilot seat in FKM

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

 PILOT OPERATED 

 3 & 5 WAY PNEUMATIC VALVES 
FOR ACTUATOR CONTROL (NAMUR)  5/2  5/2 



355 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

Drawing  8057 

Drawing  8209 

Drawing  7315 

For this 
page

Port 
size

Orifi ce
(mm)

Qn 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  1/4''  7  1250  10  -25  -25 

 To   1/4''   8   1400   10   120   50 

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 



356 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

 

 ANODIZED ALUMINIUM 

 DUAL SOLENOIDS 
 NAMUR 

Port 
size

Orifi ce
Ø 

Flow
factor

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
ATEX
Zone

Protection
Mode

Power  Coil  
Group 

Dwg.
No. 

1 Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max (MOPD) Min Max

BSP
mm

Qn
l/min bar

AC
bar

DC
bar °C °C

AC
W

DC
W

  1/2'' 
  

  12   3000 2.5   10   10   -10   50   NBR   347N04  
 1 

  -   496131  -  -   3   3   1.2   8154 

  12   3000 2.5   10   10   -10   50   NBR   347N04  
 1 

  -   496482  -  -   3   3   1.2   8154 

  12   3000 2.5   10   10   -10   50   NBR   347N04  
 1 

  -   496637  22 Ex tc IIIC T95°C   3   3   1.2   8154 

  12   3000   2.5   10   10   -10 50   NBR   347N34  
 12 

  2995   481865  -  -   8   9   2.1   8212 

  12   3000   2.5   10   10   -10 50   NBR   347N34  
 12 

  2995   495870  2-22 Ex nAc nCc IIC T3/T4   8   9   2.1   8212 

  12   3000   2.5   10   10   -10 50   NBR   347N34  
 1 2

  -   495905  1-21 Ex db mb IIC T4   8   8   2.1   8212 

 

Notes:  

 1. With manual override     

2. Pilot seat in FKM

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

 PILOT OPERATED 

 3 & 5 WAY PNEUMATIC VALVES 
FOR ACTUATOR CONTROL (NAMUR)  5/2  5/2 



357 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

Drawing  8154 

Drawing  8212 

For this 
page

Port 
size

Orifi ce
(mm)

Qn 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  1/2''  12  3000  10  -10  -10 

 To   1/2''   12   3000   10   120   50 

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 



358 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

 

 ANODIZED ALUMINIUM 

 W1 CLOSED CENTER POSITION 
 NAMUR 

Port 
size

Orifi ce
Ø 

Flow
factor

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
ATEX
Zone

Protection
Mode

Power  Coil  
Group 

Dwg.
No. 

1 Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max (MOPD) Min Max

BSP
mm

Qn
l/min bar

AC
bar

DC
bar °C °C

AC
W

DC
W

  1/8''-
1/4''   

  4   400   2   10   10   -25   80   NBR   342N11  
 12 

  -   482606  1-21  Ex mb IIC T4/T5   2   2.5   1.1   7305 

  4   400   2   10   10   -25   80   NBR   342N11  
 12 

  8993   488980  -  -   2   2.5   1.1   7305 

  1/4'' 
  

  4   400   2   -   10   -10   65   NBR   342N3197  
 2 

  -   495910  0-20  Ex ia IIC T4 to T6   -   0.3 
to 3   6.0/8.0   7297 

  7   1250   3   10   10   -10   50   NBR   342N03  
 2 

  -   496131  -  -   3   3   1.2   8057 

  7   1250   3   10   10   -10   50   NBR   342N03  
 2 

  -   496482  -  -   3   3   1.2   8057 

  7   1250   3   10   10   -10   50   NBR   342N03  
 2 

  -   496637  22 Ex tc IIIC T95°C   3   3   1.2   8057 

  7   1250   2.5   10   10   -10 50   NBR   342N33  
 2 

  2995   481865  -  -   8   9   2.1   8209 

  7   1250   2.5   10   10   -10 50   NBR   342N33  
 2 

  2995   495870  2-22 Ex nAc nCc IIC T3/T4   8   9   2.1   8209 

  7   1250   2.5   10   10   -10 50   NBR   342N33  
 2 

  -   495905  1-21 Ex db mb IIC T4   8   8   2.1   8209 

 

Notes:  

 1. With captured exhaust  

2. With manual override     

Drawing  8209 

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

 PILOT OPERATED 

 3 & 5 WAY PNEUMATIC VALVES 
FOR ACTUATOR CONTROL (NAMUR)  5/3  5/3 



359 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

Drawing  7305 

Drawing  7297 

Drawing  8057 

For this 
page

Port 
size

Orifi ce
(mm)

Qn 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  1/8''-1/4''  4  400  10  -25  -25 

 To   1/4''   7   1250   10   120   50 

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 



360 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

 

 ANODIZED ALUMINIUM 

 W3 EXHAUSTED IN CENTER POSITION 
 NAMUR 

Port 
size

Orifi ce
Ø 

Flow
factor

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
ATEX
Zone

Protection
Mode

Power  Coil  
Group 

Dwg.
No. 

1 Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max (MOPD) Min Max

BSP
mm

Qn
l/min bar

AC
bar

DC
bar °C °C

AC
W

DC
W

  1/4''   

  7   1250 2.5   10   10   -10   50   NBR   343N03  
 1 

  -   496131  -  -   3   3   1.2   8057 

  7   1250 2.5   10   10   -10   50   NBR   343N03  
 1 

  -   496482  -  -   3   3   1.2   8057 

  7   1250 2.5   10   10   -10   50   NBR   343N03  
 1 

  -   496637  22 Ex tc IIIC T95°C   3   3   1.2   8057 

 

Notes:  

 1. With manual override       

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

 PILOT OPERATED 

 3 & 5 WAY PNEUMATIC VALVES 
FOR ACTUATOR CONTROL (NAMUR)  5/3  5/3 



361 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

Drawing  8057 

For this 
page

Port 
size

Orifi ce
(mm)

Qn 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  1/4''  7  1250  10  -10  -10 

 To   1/4''   7   1250   10   50   50 

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 



370 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

 EXTERNALLY OPERATED 

 3 & 5 WAY PNEUMATIC VALVES 
FOR ACTUATOR CONTROL (NAMUR)  5/2  5/2 

 

 ANODIZED ALUMINIUM 

 AIR OPERATED AND RETURN 
 NAMUR 

Port 
size

Orifi ce
Ø 

Flow
factor

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
ATEX
Zone

Protection
Mode

Power  Coil  
Group 

Dwg.
No. 

1 Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max (MOPD) Min Max

BSP
mm

Qn
l/min bar

AC
bar

DC
bar °C °C

AC
W

DC
W

  1/4''     7   1250   2.5   10   10   -10   50   NBR   547N03     -   -  -  -   -   -    -   8059 

   
        

 

 ANODIZED ALUMINIUM 

 AIR OPERATED - SPRING RETURN 
 NAMUR 

Port 
size

Orifi ce
Ø 

Flow
factor

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
ATEX
Zone

Protection
Mode

Power  Coil  
Group 

Dwg.
No. 

1 Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max (MOPD) Min Max

BSP
mm

Qn
l/min bar

AC
bar

DC
bar °C °C

AC
W

DC
W

  1/4''     7   1250   2.5   10   10   -10   50   NBR   541N03     -   -  -  -   -   -  -    8064 

  1/2''     12   3000   2.5   10   10   -10   50   NBR   541N04     -   -  -  -   -   -    -   8066 
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Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

For this 
page

Port 
size

Orifi ce
(mm)

Qn 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  1/4''  7  1250  10  -10  -10 

 To   1/2''   12   3000   10   50   50 

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

Drawing  8059 

Drawing  8064 

Drawing  8066 
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General Catalogue FCDE/0110/UK/V2.0

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

 EXTERNALLY OPERATED 

 3 & 5 WAY PNEUMATIC VALVES 
FOR ACTUATOR CONTROL (NAMUR)  5/3  5/3 

 

 ANODIZED ALUMINIUM 

 W1 CLOSED CENTER POSITION 
 NAMUR 

Port 
size

Orifi ce
Ø 

Flow
factor

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
ATEX
Zone

Protection
Mode

Power  Coil  
Group 

Dwg.
No. 

1 Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max (MOPD) Min Max

BSP
mm

Qn
l/min bar

AC
bar

DC
bar °C °C

AC
W

DC
W

  1/4''     7   1250   2.5   10   10   -10   50   NBR   542N03     -   -  -  -   -   -    -   8059 
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For this 
page

Port 
size

Orifi ce
(mm)

Qn 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  1/4''  7  1250  10  -10  -10 

 To   1/4''   7   1250   10   50   50 

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

Drawing  8059 



                                               

  ENGINEERING YOUR SUCCESS 

Product Features 
 The solenoid valves have threaded ports and NAMUR interface plate. 
 Only one plate model can change the 3/2-5/2 function simply by a 180°rotation of the interface plate. 
 The construction of the valves allows a simple and quick preventive maintenance intervention. 
 Manual override is standard construction. 
 It is necessary to mount right fittings to the ports to protect the internal parts in the valve. 

Mechanical Characteristics 
 Body: Aluminum                    Sealing: NBR+FKM 
 Sleeve: Stainless Steel                Plunger: Stainless Steel 

Elecctrical Characteristics 
 Coil insulation class: F, H                  Connector: Type 32 Spade plug 
 Protection degree: IP65, IP67               Spade plug connection: DIN 43650 A 
 Note coil: Other coil available on request 

General Specifications 

Pipe 
size 

Orifice 
Flow 
Qn 

Differential 
pressure (bar)

Fluid 
Temp. Fluid Valve NO. Coil NO. 

Power Dim
Ref.AC DC

G mm L/mm mini maxi °C w  
1/4-1/8 4 600 2 10 -25-80 Air, 

Filtered
BNKAD6JNC7 481865 

495905 
8 9 I 

1/4-1/8 4 600 2 10 -25-80 BPKAD6JNC7 8 9 II 

            Figure I                               Figure II 

 

TYPE 7 OPERATOR NAMUR VALVE 


	5 WAY 엑츄에이터 구동용 솔레노이드밸브 (NAMUR)
	BPKAD6JNC7

