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Solenoid Valves

Catalog 0�09/KOR

�0�N Series

Model : 708N Series

Features
Normally Closed
Body : Brass
7000 sleeve assembled
Coil : All of 7000 sleeve coil available
Steam applicapable in High pressure (8bar) and 
temperature(180˚c)
Applied Seal : Teflon
Body thread type  : NPT, PT available with factory consult

Applications
Ironing machines
Tanning plants
A Sterilizer
Food and fluid steam Press process
A dyeing machine
Hospital equipment
Tobacco plants
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�/�Way Pilot (Piston) Operated

Normally  Closed

DimensionsCross Section Drawing

Model
Dimension

H P L F G S D W
708N2 129 115 68 36 - - - -
708N3 134.5 118 70 36 - - - -
708N4 - 100.5 98 54 41 59.5 93 115

① Brass Forging Body 

② Orifice Seat(Teflon)

③ Piston Guide

④ Piston Seal

⑤ Spring Piston 

⑥ Piston Spring(SUS)

⑦ Plunger Assembly

⑧ Float Buttom Seal

⑨ Coil (High Temp.,  Class H) 
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OUT IN

REFERENCE NO. PORT SIZE
(PF)
G

 (INCH)

ORIFICE
(mm)

FLOW
( L / min )
Liquids

kv

ADMISSIBLE
DIFF. PRESSURE

(BAR)

MAX.
FLUID

TEMP.(ºC) SEAL

Power
( W )

VESSEL N0. HOUSING
COIL

Min
Max

Steam AC DC
Gobal Korea DC AC

708N2
4270 486265 -

1/2 15 62 0.3
- 8 180

TEFLON

14 -
H  - 1H-XX - 8 180 14 -

708N3
4270 486265 -

3/4 19 79 0.3
- 8 180 14 -

H - 1H-XX - 8 180 14 -

708N4
4270 486265 -

1 28 195 0.3
- 8 180 14 -

H - 1H-XX - 8 180 14 -


